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Abstract
Hybrid mode-locking in a two section edge-emitting semiconductor laser is studied nu-
merically and analytically using a set of three delay differential equations. In this set the
external RF signal applied to the saturable absorber section is modeled by modulation of
the carrier relaxation rate in this section. Estimation of the locking range where the pulse
repetition frequency is synchronized with the frequency of the external modulation is per-
formed numerically and the effect of the modulation shape and amplitude on this range is
investigated. Asymptotic analysis of the dependence of the locking range width on the laser
parameters is carried out in the limit of small signal modulation. Our numerical simulations
indicate that hybrid mode-locking can be also achieved in the cases when the frequency
of the external modulation is approximately twice larger and twice smaller than the pulse
repetition frequency of the free running passively mode-locked laser fP . Finally, we pro-
vide an experimental demonstration of hybrid mode-locking in a 20 GHz quantum-dot laser
with the modulation frequency of the reverse bias applied to the absorber section close to
fP /2.
1 Introduction
Passively mode-locked (ML) semiconductor lasers are widely used for the generation of short
optical pulses with repetition rates of a few to hundred GHz [1, 2]. Nowadays, a new generation
of passively ML quantum dot lasers, which demonstrate a number of important advantages as
compared to standard quantum well devices, such as low threshold pump current, temperature
stability, low chirp of the pulses etc., become very promising for local area networks or optical
clocks operating at 1.3 µm. Due to the presence of spontaneous emission and other noise
sources, pulses emitted by passively ML lasers usually exhibit a considerable time jitter. An
effective method for suppressing this jitter is based on hybrid mode-locking. In hybrid ML lasers
the reverse bias applied to the saturable absorber (SA) section is modulated at the frequency fM
close to the pulse repetition frequency fP of the free running passively ML laser [3, 4, 5, 6, 7, 8].
When the frequency detuning δf = fM − fP becomes sufficiently small, the pulse repetition
frequency synchronizes to the frequency fM of the external modulation. The frequency range
in which this synchronization takes place is usually referred to as the locking range.
Experimental studies of hybrid mode-locking in 40 GHz quantum dot laser were carried out in
[6, 7, 8, 9]. In Ref. [8, 9] evolution of the locking range with the increasing reverse bias modulation
amplitude has been investigated experimentally and theoretically. It was shown that the locking
range increases almost linearly with the modulation amplitude and exhibits a strong asymmetry
with respect to the frequency fP of the free running passively ML laser.
In this paper we perform a theoretical analysis of hybrid mode-locking in semiconductor lasers.
This analysis is based on a set of three delay differential equations (DDE) describing time evo-
lution of the field amplitude, saturable gain, and saturable absorption. The DDE model was first
derived in [10, 11, 12] for the case of unidirectional lasing in a ring cavity and Lorentzian shape















Figure 1: Schematic representation of a mode-locked laser in (a) ring and (b) linear configura-
tions.
Later this model was extended to take into account the carrier exchange between carrier reser-
voir and discrete levels in quantum dots [14, 15, 8]. In this paper, however, in order to keep our
numerical and analytical analysis as simple as possible, we use the original version of the DDE
model proposed in [10, 11, 12].
The structure of the paper is as follows. In Section 2 we introduce the model equations for hy-
brid ML laser and present numerical estimates of the locking range for three different cases
of harmonic modulation. In addition to the standard case, where the frequency of the exter-
nal modulation is close to the pulse repetition frequency, fM ≈ fP , we consider modulations
of twice higher frequency, fM ≈ 2fP , [second harmonic (SH) modulation] and twice smaller,
fM ≈ fP/2, frequency [half frequency (HF) modulation]. Our simulations show that for the
standard and SH modulation the locking regions grow almost linearly with the modulation am-
plitude a and have nearly the same width. In contrast to that, the HF modulation provides a
smaller but strongly nonlinear locking region rapidly increasing with the increase of the modula-
tion amplitude. In Section 3 we perform an asymptotic analysis of model equations and obtain
estimates for the locking range width at small modulation amplitudes. We demonstrate that
these estimates are valid at moderate and even large modulation amplitudes not only for stan-
dard, but also for SH hybrid mode-locking and analyze an impact of different laser parameters
on the locking range width. In Section 4 we discuss the experimentally observed asymmetry of
the locking regions (see, e.g., Ref. [7]). We show that this asymmetry is related to the depen-
dence of the ML pulse repetition frequency on the modulation amplitude. Finally, in Section 5
we provide experimental evidence of HF modulation hybrid mode-locking in a 20 GHz quantum
dot laser. Concluding remarks are presented in Section 6.
2 Simulation of hybrid mode locking
Following [10, 11, 12], we simulate the dynamics of two section ML semiconductor lasers using
a dimensionless system of delay differential equations describing unidirectional lasing in a ML
ring laser [see Fig. 1(a)].
2
2.1 Theoretical model
Our mathematical model governs the time evolution of the complex optical field amplitude A(t)
at the entrance of the absorber section [see Fig. 1(a)], as well as saturable gain and absorption
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By scaling of the time variable, the cold cavity field round-trip time in the device is set to 1, which
is also the delay time in the field equation (1). Typical values and a short description of other
model parameters are given in Table 1. For more details about the model and its derivation see
Refs. [10, 11, 12, 13].
Table 1: Typical parameter values used in simulations
spectral filtering parameter γ 37.5
non-resonant field losses per cavity round-trip κ 0.3
linewidth enhancement factor in the gain section αg 0
linewidth enhancement factor in the SA αq 0
pump parameter g0 1.25
unsaturated absorption q0 2
gain relaxation rate γg 0.025
SA relaxation rate γq 2.5
ratio of gain/absorber saturation intensities s 10
In standard hybrid mode-locking the reverse bias applied to the SA section is modulated with a
period close to the cavity round trip time. In general, such kind of modulation can affect different
laser characteristics. Here, following Refs. [19, 13], we use an approximation, which assumes
that the only laser parameter affected by the reverse bias modulation is the absorber relaxation
rate γq. Therefore in the model equation (3) this rate is multiplied by the factor 1+aF (t), where
the function F represents a periodic voltage modulation (VM) with the frequency fM and the
modulation amplitude a.
2.2 Locking regions in a parameter plane
In this subsection we present the results of numerical calculations of the domains of stable hy-
brid mode-locking where the pulse repetition frequency is locked to the frequency of the external
modulation.
First, we performed direct numerical integration of the model equations (1)-(3) with parameters
defined in Table 1 and zero amplitude of the VM (a = 0). The obtained periodic passive mode
locking pulsations had a repetition frequency fP ≈ 0.9723.
3
Next, we considered the case of harmonic modulation of the SA reverse bias,
F = F0(t) = cos (2πfM t) , (4)
with the frequency fM = fP + δf , where δf is a small frequency detuning. The width of the
locking range at fixed modulation amplitude a > 0 was calculated using the following proce-
dure. For each value of the frequency detuning δfk = k∆ (k = −M, ..., N ) from the interval
[−M∆, N∆] we performed a long term numerical integration of the model equations (3000
time units) taking the solution calculated at the previous grid point δfk−1 as an initial condi-
tion.The obtained trajectory was characterized during the last 200 time units of the integration
interval.
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Figure 2: Numerical estimate of the locking range of a hybrid ML laser. (a) Local maxima of the
intensity timetrace and (b) 1/fM -periodic stroboscopic map points of emitted field intensity time
trace at fixed modulation amplitude a = 0.5. In the locking range (gray) all ML pulses have the
same peak intensity. (c) Locking tongue in the plane of two parameters: frequency detuning δf
and modulation amplitude a. Other parameter values are as in Table 1.
The results obtained using this continuation procedure are summarized in Fig. 2(a,b). Panel (a)
shows local maxima of the emitted field intensity time trace during the last 200 time units of the
integration interval for values of frequency detuning within the interval −0.006 < δf < 0.003.
At sufficiently small |δf | locking of the pulse repetition frequency to the frequency of the external
modulation fM is observed. The resulting hybrid mode-locking regime is strictly 1/fM - periodic
and all the recorded field maxima at a fixed value of δf have the same value. For frequency
detuning outside the locking interval, both frequencies fM and fP can be recognized in the
simulated irregular or quasi-periodic dynamical regimes. As a consequence, the time-separation
between, and the value of, the field intensity maxima varies; multiple intensity peak values are
plotted at corresponding frequency detuning δf .
In panel (b) of the same figure, the optical field component of the stroboscopic map for each
δf is presented. Here, for each considered δf , we have collected the field intensities separated
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from each other in time by the interval 1/fM . Once locking is achieved and the period of the
field intensity time trace becomes equal to 1/fM , all stroboscopic map points have the same
value. Otherwise, multiple values of this map at a given δf are observed.
Both diagrams in Fig. 2(a,b) were used for estimates of the locking interval (locking range)
boundaries, where hybrid mode-locking gains or looses its stability. The dual characterization
of the simulated finite time traces during the data post-processing procedure allows us a better
characterization of the computed regimes at the locking range boundaries.
By estimating the locking range at different values of the modulation amplitude a we obtain the
domain of hybrid ML (the locking tongue) in the plane of two parameters, the modulation fre-
quency detuning and the modulation amplitude, see Fig. 2(c). It can be seen that the locking
range grows almost linearly with the modulation amplitude a. Noteworthy that for the parame-
ter values of Fig. 2(c) the locking domain is nearly symmetric with respect to zero frequency
detuning, δf = 0.
2.3 Second-harmonic and half frequency modulations
In this subsection we consider the cases when the external modulation frequency fM is close
either to the second harmonic of the frequency fP , i.e., δf = fM/2 − fP ≈ 0, or to the first
subharmonic of this frequency, δf = 2fM − fP ≈ 0. We show that in both these cases the
pulse repetition frequency can be synchronized with the external modulation. Typical examples
of the standard, SH, and HF hybrid ML states are shown in panels (a), (b) and (c) of Fig. 3,
respectively.
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Figure 3: Hybrid ML states for modulation amplitude a = 0.5 and (a): fM = 0.9725 ≈ fP .
(b): fM = 1.945 ≈ 2fP , and (c): fM = 0.48625 ≈ fP/2. Other parameter values are as
in Table 1. Black solid, dashed, and dash-dotted curves in the upper panels represent the field
intensity |A(t)|2, gain G(t), and absorption Q(t), respectively. Solid curve in the lower panels
represents the time dependence of the modulation function F (t) (4).
In all the cases shown in Fig. 3 the frequency detuning δf is small and the pulse repetition
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frequency is close (or equal) to the frequency fP of the passive mode locking. In the case of
standard (panel (a)) and SH (panel (b)) modulation the period of the ML solution is close to
the pulse repetition period 1/fP of the free running laser. Note that the SH modulation function
F (t) makes exactly two modulation cycles within this period, see solid curve in the lower panel
of Fig. 3(b). In contrast to this, in the case of HF modulation, the exact period of the hybrid ML
solution is approximately twice larger, 1/fM ≈ 2/fP , see Fig. 3(c). According to this figure,
each period 1/fM contains a pair of distinct saturation cycles ofQ(t) (the dashed-dotted curve
in the same panel) and only slightly different pulses of |A(t)|2 or cycles of G(t). This means
that two consequent ML pulses generated by means of HF modulation technique are slightly
different and this difference increases with the VM amplitude.
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Figure 4: Domains of hybrid mode-locking in the plane of two parameters: frequency detuning
and modulation amplitude. Dashed-dotted, dashed, and solid curves represent boundaries of
standard, SH, and HF hybrid mode-locking with the pulse repetition frequency fM , fM/2, and
2fM , respectively. Other parameter values are as in Table 1.
Fig. 4 presents the domains of hybrid mode-locking (locking tongues) in the plane of two param-
eters: frequency detuning and modulation amplitude, for all the three cases discussed above.
While the standard and the SH modulation hybrid mode-locking tongues are overlapping and
nearly symmetric with respect to δf = 0, the HF modulation hybrid ML is located within a sig-
nificantly smaller and strongly asymmetric domain. Moreover, the numerically estimated bound-
aries of the locking tongue are strongly nonlinear, which makes it difficult to obtain a satisfactory
numerical estimate of too narrow locking ranges at small modulation amplitudes a. Such nonlin-
ear dependence of the locking range on the modulation amplitude is typical of the subharmonic
resonance 1:2 [16].
3 Asymptotic analysis
Here, using a perturbative approach, we derive an analytical expression for the locking range
δfLR in the case of a weak harmonic modulation of the absorber relaxation rate with the fre-
quency, δf ≈ 0.
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3.1 Estimate of the locking domains
For modulation amplitude a = 0 (i.e., modulation function F ≡ 0), the model (1)-(4) has a
fundamental ML solution
A(t) = A0(t)e
iΩt, G(t) = G0(t), Q(t) = Q0(t), (5)
where A0(t), G0(t), and Q0(t) are periodic functions with the period T0 = 1/fP close to 1
and the value of Ω depends on the linewidth enhancement factors in the gain and absorber
sections, αg and αq. Linear stability properties of this solution can be analyzed by substi-








λt, and Q(t) = Q0(t) + δψ4(t)eλt into this system. In the linear approxi-
mation, the real perturbation vector δψ(t) = [δψ1, δψ2, δψ3, δψ4]
T , where the superscript T
denotes transposition, satisfies the equation
− d
dt
δψ + Gψ(t)δψ +Hψ(t− 1)δψ(t− 1)e−λ = λδψ, (6)
where the Jacobian matrices Gψ and Hψ are defined in the Appendix. Below we will assume
that the unperturbed solution (5) is linearly stable, which means that the real parts of all the
eigenvalues λ are negative, except for two zero eigenvalues λ = 0 associated with the phase
shift and time shift symmetries of Eqs. (1)-(4) with a = 0. The corresponding periodic eigen-
functions (neutral modes) are χφ(t) = (−ℑA0,ℜA0, 0, 0)T and χθ = ddtψ0 respectively. Here
ψ0 = (ℜA0,ℑA0, G0, Q0)T , The adjoint neutral vector-eigenfunctions χ†φ(t) and χ
†
θ(t) are
defined as periodic solutions of the adjoint linear problem with zero eigenvalue λ:
d
dt
δψ† + GTψ (t)δψ† +HTψ(t)δψ†(t+ 1) = 0. (7)








′)dt′ = δkj, (8)
where j, k = φ, θ, and δkj is the Kronecker symbol. To calculate the adjoint neutral modes we
solve Eq. (7) numerically in reverse time with two linearly independent initial conditions χ†1(t)
and χ†2(t) at 0 ≤ t ≤ 1. The functions χ†φ and χ
†
θ then are found as linear combinations of
two periodic linearly independent solutions of Eqs. (8).. In the case αg = αq = Ω = 0, the
two adjoint neutral modes can be found separately by solving two decoupled sets of equations
[13, 17].
For nonzero modulation amplitudes a the time shift invariance of the model equations is broken,
which can lead to a synchronization of the pulse repetition frequency fP to the external modula-
tion frequency fM . When the frequency detuning δf = fM −fP is sufficiently small, the hybrid
mode locking with the pulse repetition frequency fM can appear. We use perturbation analysis
to estimate the width of the locking range δfLR at small modulation amplitudes a ≪ 1. To this
end we look for a solution of Eqs. (1)-(4) in the form
A(t) = [A0(t+ θ) + δA1 + iδA2] e
iΩt+iφ, (9)
G(t) = G0(t+ θ) + δG, Q(t) = Q0(t+ θ) + δQ, (10)
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where θ and φ are slowly varying functions of time, dθ
dt
= O(a) and dφ
dt
= O(a). In the locked
state, when the pulse repetition frequency coincides with fM , we have fP (1 +
dθ
dt
) = fM ,
time independent dθ
dt
= δf/fP , and the phase θ(t) = θ(0) + tδf/fP . On the other hand,
substituting (9) and (10) into Eq. (1)-(4) and collecting first order terms in the small parameter a,





δη − Gψ(t)δη −Hψ(t− 1)δη(t− 1) = A(t), (11)
where A(t) = O(a) is given in the Appendix. According to the Fredholm alternative, this equa-
tion is solvable provided its inhomogeneous part is orthogonal to the adjoint neutral modes χ†θ





. By eliminating dφ
dt









[q0 −Q0(t′)]F (t′ − θ)χ†j4(t′)dt′, (12)
where the coefficients cϕ and cθ are defined in Appendix. For modulation function (4), we as-
sume that |δf | ≪ fP and neglect the term θδf in the argument of F . The resulting condition
for the existence of the 1/fM -periodic function ψ̂ reads as
δf = acfP cos [2πfP θ(0)− ζ] , (13)
with the coefficients c and ζ defined in Appendix. This condition can be satisfied only for |δf | ≤
acfP , which, finally, gives us the estimate for the width of the locking range:
δfLR = 2acfP . (14)
In Fig. 5(a) the locking range width obtained using Eq. (14) is compared to that calculated by
direct numerical integration of Eqs. (1)-(4). It is seen that the asymptotic relation (14) gives a
good approximation of δLR even for relatively large modulation amplitudes a.
Similar techniques can be used for estimating the locking range in the case of SH modulation
considered in the previous section, but not for HF modulation, since for the latter type of mod-
ulation the dependence of the locking range width on the modulation amplitude is nonlinear at
small a, δfLR = O(a2).
For SH modulation δf = fM/2−fP ≪ 1 and the period of the locked solution 2/fM is close to
T0. Thus, the only difference in derivation of the locking estimate coefficient c in Eq. (14) occurs
due to a different expression for the function F (t − θ) ≈ cos{4πfP [t − θ(0)]} in Eq. (12).
Like in the standard hybrid mode-locking case, the resulting estimate can be also applied for
relatively large a, see Fig. 5(b).
3.2 Parameter study
In Eq. (14) the ratio δfLR/a characterizes the ability of the mode-locking regime to be locked
to a reverse bias modulation. The dependence of this ratio on parameters of Eqs. (1)-(3) is
8
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Figure 5: Estimation of δLR of the hybrid ML regions in dependence on the modulation amplitude
a for (a): standard and (b): SH hybrid mode-locking. Thick solid curves: numerical integration of
Eqs. (1)-(4). Thin dashed lines: asymptotic estimates for a≪ 1. αg = 1.7, αq = 1, while other
parameters are as in Table 1.
illustrated in Figs. 6 and 7, where different curves on the same plot represent different values of
the gain parameter g0, which corresponds to the injection current applied to the gain section. In
particular, it follows from the data shown in Fig. 6(a) that for sufficiently large linear gains g0 the
locking range is inversely proportional to the square of the spectral filtering widths, δfLR ∝ γ−2.
Figure 6(b) illustrates the dependence of δfLR/a on the saturation parameter s. It is seen that
with the increase of this parameter the locking range width decreases. A similar decrease of
the locking range takes place with the increase of the linear attenuation factor κ, i.e., with the
decrease of linear non-resonant losses per cavity round trip, see Fig. 6(c). Fig. 6(d) illustrates
the increase of locking range with the absorber relaxation rate γq.



















Figure 6: Dependence of the ratio δfLR/a characterizing the locking tongue width on pa-
rameters of the model equations (1)-(3). Solid, dashed, and dash-dotted lines correspond to
g0 = 1.25, g0 = 2.0, and g0 = 2.75, respectively. Other parameter values are as in Table 1.
Now let us consider the dependence of the locking range width on the linewidth enhancement
factors in the gain and absorber sections. When these factors are sufficiently large the ML
regime usually degrades. To avoid this degradation, we consider a laser operation not far away
from the lasing threshold for relatively small value of the linear gain parameter, g0 = 1.25.
As it is seen from Fig. 7(a), the locking range increases with simultaneous increase of the two
9


























Figure 7: Dependence of the ratio δfLR/a on the linewidth enhancement factors αg = αq (a)
and αg with fixed αq = 1 (b). Solid, dashed, and dash-dotted lines correspond to g0 = 1.25,
g0 = 2.0, and g0 = 2.75, respectively. Other parameter values are as in Table 1.
linewidth enhancement factors, αg = αq. For fixed αq = 1 the locking range remains almost
constant with the increase of αg up to αg ≤ 1.7, and starts to increase at higher values of the
linewidth enhancement factor in the gain section, 1.7 ≤ αg ≤ 2 (see Fig. 7(b)). At αg ≥ 2
we observed a degradation of the ML regime for the chosen parameter values. Finally, we have
found that for nonzero α-factors, αq = 1, αg = 1.7, and g0 = 1.25, the dependencies of the
locking range width on the laser parameters are qualitatively similar to those shown in Fig. 6
corresponding to αg = αq = 0.
4 Asymmetry of the hybrid ML regions
In this section we discuss reasons for the locking range asymmetry, which was observed ex-
perimentally in hybrid ML lasers [8, 9]. Up to now we have considered the harmonic modulation
function F = F0 defined in Eq. (4). In this case, at small modulation amplitudes a, the locking
tongue was nearly symmetric with respect to zero detuning δf = fM − fP = 0 (see, e.g.,
dash-dotted line in Fig. 4). This fact is in agreement with the locking condition (13), where mini-
mal and maximal values of δf , corresponding to lower and upper locking range boundary, have
the same absolute value and differ only by their signs.
Although under experimental conditions the absorber voltage modulation is harmonic, its impact
on the modulation of the saturable absorber relaxation rate γq is, in general, nonlinear: see,
e.g., Ref. [19], where an exponential dependence of the carrier relaxation time on the voltage
applied to the absorber section was suggested. Hence, a realistic profile of the function F can
be significantly different from the harmonic one. Let us consider the modulation functions
F = F±(t) = ±
(
1− 2 cos10(πfM t)
)
, (15)
schematically depicted in Fig. 8. Similarly to the harmonic modulation case (4), the period, the
maximal value, and the minimal value of these functions are given by 1/fM , 1, and −1, re-




F±(t)dt = ± 65128 of the two functions defined by Eq. (8) are not equal to zero. There-
fore, the time averaged absorber relaxation rate ⟨γq(1 + aF±)⟩ depends on the amplitude a.
Locking tongues for the modulation functions (15) are presented in Fig. 8. The inset in this
10
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Figure 8: Domains of hybrid mode-locking for pulsed modulation profiles F± defined by Eq. (15).
These profiles are shown inside the corresponding tongues. Dash-dotted curves in the middle
of the locking tongues represent frequency shifts δfP (a) defined by Eq. (16). Inset shows the
dependence of the pulse repetition frequency fP of the free running laser on the absorber
relaxation rate γq. Thick bullet indicates the value of γq used in numerical simulations of the
locking tongues and the corresponding value of the pulse repetition rate fP (γq) of the free
running laser. g0 = 2.5. Other parameter values are as in Table 1.
figure shows the dependence of the pulse repetition frequency of the free running ML laser on
the SA relaxation rate, fP = fP (γq). It is seen that the increase of the relaxation rate, which
corresponds to an increase of applied modulation amplitude a, results in a decrease of the ML
frequency fP . Dash-dotted lines in Fig. 8 show the dependence of the detuning δfP of the




= fP (⟨γq(1 + aF±(t))⟩)− fP (γq) . (16)
We see that with the increase of the amplitude a the central frequencies of the two locking
ranges obtained for the modulation functions F±(t) remain very close to the dash-dotted lines
defined by relation (16). Therefore, we can conclude that the asymmetry of the locking tongues
in Fig. 8 is related to the dependence of the pulse repetition frequency on the amplitude a of
VM in the absorber section.
5 Experiments
Here we present the first experimental evidence subharmonic (HF) voltage modulation (VM)
hybrid mode-locking in a quantum-dot laser. The structure is grown by molecular beam epitaxy
on an n+-doped GaAs substrate. The active region contains 10 layers of InAs QDs in a ‘dot-in-
a-well’ structure in order to shift the emission wavelength to 1310 nm. The wafer is processed
using dry etching techniques yielding a 4µm wide waveguide ridge. For high frequency applica-
tions BCB interlayers are used. The 1985 µm long laser chip consists of a 285µm long reversely
biased saturable absorber section and a 1680µm forward biased gain section which are sep-
arated by a dry etched 20µm gap. While the saturable absorber facet is high-reflection (99%)
11
coated, the gain section facet is left as cleaved. The electrical spectra have been measured
using a 50 GHz electrical spectrum analyzer in combination with a high-speed photodetector
having a bandwidth larger than 50 GHz.
20,61 20,62 20,63
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Figure 9: Measured RF spectra of passively and hybrid ML laser. Gain section bias current, SA
voltage, and full amplitude of VM are 100 mA, -3 V, and 3.2 V, respectively. (a) top: passive ML;
middle: HFVM hybrid ML (black) and non-synchronized state (gray); bottom: standard hybrid ML
in the middle (black) and at the boundaries (gray) of the locking range. Thick horizontal arrows
indicate locking ranges in the classical and HFVM hybrid ML cases. (b): large frequency span
overview of the standard (above) and HFVM (below) hybrid ML spectra shown by corresponding
black curves in panel (a).
In the absence of external VM, after selecting appropriate gain section injection current and
absorber voltage, the laser demonstrated stable passive ML pulsations with fP ∼ 20.62 GHz
pulse repetition frequency corresponding to the inverse round-trip time of the laser radiation in
the cavity, see upper RF spectrum in panel (a) of Fig. 9. As it is typical for passive ML, the RF
spectral line was relatively broad, indicating a significant time jitter of the emitted pulses
In a laser with modulated absorber bias the full amplitude of the modulated voltage was set
to 3.2 V (14 dBm), which was the upper limit available in our experiments. First we consider
the case when the frequency fM of the external VM applied to the absorber section is close
to fP . By tuning properly fM hybrid ML was achieved in a certain locking range. This range
is indicated by horizontal arrow at the bottom of Fig. 9(a). The RF spectra of the hybrid ML
laser are shown in the lower parts of panels (a) and (b) in Fig. 9. The wide span of the RF
spectrum (panel (b)) has a spectral peak only at ∼ fP and its second harmonic, and has no
low frequency components which are typical for Q-switched ML or irregular ML with modulated
amplitudes [18]. The narrow span RF spectra (panel (a)) show a significant improvement of the
spectral linewidth, which indicates a considerable reduction of the pulse time jitter. Noteworthy,
that the frequency fP (peak frequency of the upper RF spectrum in panel (a)) is located almost
at the center of the estimated locking range. This suggests that in this case the locking tongue
is almost symmetric with respect to fM = fP line in the VM frequency / VM amplitude plane.
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Next, we took fM close to fP/2 ≈ 10.31GHz. As it can be seen from the upper curve of panel
(b), in this case the RF spectrum demonstrates peaks at frequencies fM , fP , and their higher
harmonics. A narrow span of the RF spectrum represented by gray curve in the middle part of
panel (a) indicates also the presence of the combination tone ∼ (fP − 2fM). The middle part
of panel (a) gives also an illustration of the synchronization between the VM and the passive ML
pulsations. The nonlinear nature of the interaction between optical fields and carriers in the laser
cavity together with a nonlinear dependence of laser parameters on the modulation amplitude
[19] imply the presence of spectral peaks at higher harmonics of the modulation frequency fM .
In our HF experiments the role of the second harmonic peak at 2fM is similar to that of the
spectral peak at fM in standard hybrid mode-locking. Namely, for sufficiently large detuning
between the frequencies 2fM and fP both these spectral components are present in the RF
spectra: see gray curve in the middle part of panel (a). As soon as the frequency separation
becomes sufficiently small, the broad spectral peak at fP locks to the sharp spectral line at
2fM (black curve in the middle part of panel (a)), which implies the appearance of HF hybrid
mode-locking. Since the amplitude of the second harmonic of VM at 2fM is smaller then that
of the first harmonic at fM , the locking range in standard hybrid mode-locking is wider than the
locking range of a HF hybrid ML laser, see black horizontal arrow below corresponding spectra
in panel (a). Furthermore, HF hybrid mode-locking is characterized by a smaller height of the
sharp spectral peak [compare black spectra at the middle and at the bottom of panel (a)] and,
hence, by a larger pulse time jitter as compared to standard ML. We note also that while the
pulse repetition frequency remains close to fP , strictly speaking, the period of the laser intensity
time trace in the HF hybrid ML state is approximately twice larger then that in a passively ML
laser, 1/fM ≈ 2/fP . This means that two consequent ML pulses are slightly different (see also
numerical results presented in Fig. 3(b)). An increase of the VM amplitude could lead to a larger
locking range, and at the same time to a growth of the difference between a pair of subsequent
pulses.
6 Conclusions
In conclusion, we studied hybrid mode-locking in a two section edge-emitting semiconductor
laser. Dependence of the locking range on the laser parameters has been studied numerically
and analytically. The voltage modulation in the SA section of the device was represented by
modulated carrier relaxation rate in this section. It has been demonstrated numerically that the
locking range increases almost linearly with the increase of the modulation amplitude. We have
shown that the asymmetry of the locking range is related to the dependence of the averaged
absorber relaxation rate on the modulation amplitude a, which has an impact on the frequency
of the passive ML pulsations.
Analytical estimates of the the locking range width have been obtained using an asymptotic
approach. According to these estimates the locking range in hybrid ML lasers increases with
the decrease of the spectral filtering bandwidth γ.
Locking tongues, where the pulse repetition rate was synchronized to the frequency of the ex-
ternal modulation, were found theoretically for modulation frequencies fM close to fP (stan-
dard hybrid mode-locking), 2fP (SH hybrid mode-locking), and fP/2 (HF hybrid mode-locking).
13
Unlike standard and SH hybrid mode-locking, for which the dependence of the locking range
width on the modulation amplitude a was almost linear, the locking range in HF mode-locking,
corresponding to a resonance 1 : 2, was smaller and increased nonlinearly with a. Finally,
we provided an experimental evidence of such kind of HF hybrid mode-locking in a 20 GHz
quantum-dot laser.
Appendix
Here we list the formulas used in the derivation of the locking range width δfLR in Section 3.

















g0 − γgψ3 − e−ψ4(eψ3 − 1) (ψ21 + ψ22)
γq(1 + aF )(q0 − ψ4)− s(1− e−ψ4) (ψ21 + ψ22)
 ,
and
H = (r1ψ1 − r2ψ2, r2ψ1 + r1ψ2, 0, 0)T






The right hand side of Eq. (6) is given by
A(t) = [0, 0, 0, aγq(q0 − ψ04(t))F (t− θ)]T
− dφ
dt





















, and 0̂ is the 2x2 zero matrix. Orthogonality of the right
hand side A of Eq. (11) and the neutral modes χ†j , j = ϕ, θ together with the expressions for




[q0 − ψ04(t)]F (t− θ)χ†j4dt
= (cj1 + δθj)
dθ
dt


























+ Ωψ01 + γψ02
)
χ†j2dt,























from the system of two equations (17), we obtain Eq. (12) with the coefficients
cj = γq
cθ2δϕj − (1 + γ + cϕ2)δθj
cθ2cϕ1 − (1 + γ + cϕ2)(1 + cθ1)
, j = ϕ, θ.





2 + (cϕcϕs + cθcθs)
2,








χ†j4 (q0 −Q0(t)) sin (2πfP t) dt, j ∈ {ϕ, θ}.
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